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Disposal D/2011/00xx: SURPLUS UNUSED Barrier Fluid HYDRAULIC POWER UNIT Tag: Z88201

Manufacturer: SERVI MOTION CONTROL, Norway
System Design Pressures & Flow:

· Barrier Oil Supply
218 barg
1.9 litre/min

· Circulation Systems
5 barg

10 litre/min

· Test Pressure

325 Barg

Oil Reservoir 2x1000 / 1x2400 litre; Oil Type Shell Morlina 5; 
Viscosity: 4.85 cSt at 40deg.C

Flow 4x2 / 2x10 litre/minute; Fluid Cleanliness NAS 1638 Class 6

Surface protection on non-rustproof materials:

NORSOK Coating System no. 1; Colour Code: RAL9002 (white); Area Classification Zone 2 (Ex)
WEIGHT
4800KG wo OIL; 8800KG w OIL; Material AISI 316

DIMS

4002 X 2492 X 3612high mm with roof; 4000 X 2000 X 3500high mm frame

System Tank 2000lit; Circulation Tank 2400lit
Hawe type R1.5 System Radial Piston Pumps x4

Bucher type QX22-006R Circulation Pumps x2

Electric Motors

-
Power 4x2 / 2x1 kw

-
Voltage 440 v, Frequency 60hz

-
ABB type M3KP 100 LA 4 1800rpm 2.5kw x4

-
ABB type M3KP 90 SLA 4 1800rpm 1.3kw x2
MP Filtri System Filters x4, MP Filtri Filling Filters x2

Pressure Transmitters x8, Differential Pressure Transmitters x4

Pressure Gauges x4, Level Gauges x3, Temperature Gauges x2

Eppensteiner Circulation Filters x2

Piston Accumulator 10lit x8 218bar wp, AISI316

Piston Accumulator 15lit x4 218bar wp, AISI316
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Dual High Pressure Particle Filter (6my); Combined Water & Particle Absorption Filter (6my)
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Technical Description
The Barrier Fluid HPU is designed as a complete package, comprising stainless steel frame, stainless steel oil reservoir, pump motor/units and associated components fixed to the frame construction. The HPU includes a fully seal welded drip pan where oil spill might occur. The Overhead Canopy is essentially for weather protection.

The oil reservoir is built with 2 separate chambers for circulation/storage (2310lit operational vol) and system (2200lit operational vol).

For fluid reservoir ventilation and anti-condensation a Nitrogen Blanket replaces air inside the HPU system tank.

Filtration of the fluid inside the unit is via a filtering circuit for the circulation chamber and one for the system chamber. All filter elements have 6 micron specification.

The motor operated hydraulic pumps for the supply circuits are radial piston design, and have automatic start/stop and local control panel.

Purchased for SUBSEA PUMPING PROJECT – 200,000bpd capacity; Year of Manufacture: 2007

Condition: UNUSED

Location: UK, NORWAY, HOLLAND
ADDITIONAL TECHNICAL SPECIFICATIONS AVAILABLE – 
Hydraulic Circuit Diagram / Parts List / Installation, Operation & Maintenance Manual
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General Terms of Sale

1. We invite expressions of interest in the above surplus equipment.

2. Please contact RICHARD NEWMAN, +44 77881 44554, richard.newman@uk.bp.com
3. There is currently no Closing Date set.
4. Inspection of goods is strictly by appointment.

5. The goods are located Norway.

6. All goods are offered for sale in condition ‘as is, where is’ without warranty or guarantee.

7. All inspection costs will be for the account of the purchaser.

8. BP reserve the right to withdraw the Goods from sale at any point.

9. BP reserve the right to reject any or all offers.

10. BP General Terms & Conditions of Sale will apply, and parties intending to offer should seek a copy.

Viewing arrangements, enquiries, via:

RICHARD NEWMAN, Equipment Marketing Specialist, PSCM Materials Management
BP Exploration Operating Company, North Sea Region

· +44 77881 44554

· email richard.newman@uk.bp.com
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